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... that the decrypted nonce field matches the nonce it sent ... If a slave secret is suspected 
to be compromised ... user can re- set the pervasive device by deactivating ... 
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... the hash of a new principal nonce and appending ... principal-storage device key is derived 
from the ... request message and the server-device secret already possessed ... 
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... proprietary protocol for use on their 802.1 1 wireless devices. ... a client may wish 
to authenticate, this secret key must ... a 32-octet random server nonce (with its ... 
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... User i inserts his/her smart card into a login device and keys in ... h2(p $ Nt), where 
N is a new random nonce and h2 ... know N, N and x, where x is the secret key of ... 
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... then generates a secret key K comprising a random nonce. ... name and password into an 
input/output device 14 of ... that transforms a password into a secret key, eg ... 
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... from a Laptop to a single functionality device with minimal ... We assume that the client 
shares a secret authentication key ... j ): C i _id, AS j _id, Nonce i , HS k ... 
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... Each mobile unit, when registering with a foreign domain, gets a temporary identity 
(TMSI). ... (or his device) a priori ... u is not a secret value. 4.1.3 Limitations ... 
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A METHOD FOR PROVIDING INFORMATION SECURITY FOR WIRELESS TRANSMISSIONS - 

... parties to securely establish a shared secret over an ... intended that the description 
includes wireless devices in general ... The nonce is used to prevent replay of ... 
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... as generating public keys, creating certificates, enrolling users in the ... s identity 
as well as a secret cryptographic key ... This syntax was derived from that in X ... 
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... slides, or other device or process. ... simultaneously registering a computer program 
and maintaining trade secrets. ... copyright owner)." By placing this nonce on a ... 
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